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SECTION A-A

2
1

3

NOTES:

PARTS MUST BE PURCHASED FROM YAZAKI.1.
PARTS MUST BE FREE OF FLASH AND IMPERFECTIONS THAT AFFECT FUNCTION.2.
APPLICABLE TERMINAL: SEE 7116-4110-02:R DRAWING (2.8 YESC)3.

MAX WIRE OD: 4.10mm
  SEE 7116-4270-02:R DRAWING (2.8 YESC KAIZEN)

MAX WIRE OD: 3.00mm
MATING PART NUMBER: SEE 7289-6874-30:A4.
PARTS SATISFIES: GMW -3191 JUNE 2012 (T2/V1/S1/MF3).5.
PARTS TO COMPLY WITH YPES-31-038 REQUIREMENTS.6.
THIS DIMENSION SHOWS THE PRE-SET POSITION OF THE ISL.7.
THIS DIMENSION SHOWS THE PRE-SET POSITION OF THE CPA.8.
THIS DRAWING IS TO BE USED FOR INTERNAL YAZAKI PSW SUBMISSION.9.
HANDLING MANUAL NUMBER: YPES-15-1689E10.
CONNECTOR IS CAPABLE OF ACCEPTING A DRESS COVER.11.

TA
BL

E 
1

SUB ASSEMBLY PART NUMBER NO. PART NUMBER PART NAME MATERIAL COLOR QUANTITY

SEE TABLE 2
1 SEE TABLE 2 9P 2.8mm YESC KAIZEN UNSEALED FEMALE CONNECTOR HOUSING PBT-GF SEE TABLE 2 1
2 7172-1315 9P 2.8mm YESC KAIZEN UNSEALED FEMALE CONNECTOR ISL PBT-GF NATURAL 1
3 7172-1300 LARGE UNSEALED CPA PBT-GF NATURAL 1

TA
BL

E 
2 SUB ASSEMBLY 

PART NUMBER
HOUSING PART 

NUMBER KEYWAY CPA COLOR MASS (g)

7289-6874-30 7189-6874-30 A Y BLACK (7.90)
7289-6875-40 7189-6875-40 B Y LIGHT GRAY (7.90)

- 03-08-2017 NEW C17-A261 JG
LET DATE REVISION RECORD NO. CHKD

7289-6874-30:R
mm7289-6874-30:M 1R

SEE TABLE 2

 SET DWG NO.

PART NO.
CH. CODE

ISSUE MARK

TRIAL PART NO.

TREAT.
& FIN.

DWG NO.

NAME

MATL.
SPEC.

3
DRAWNDESIGN

ANGLESCLUNIT

CUSTOMER DWG NO.

DWG DATE

CHECKEDCHECKED

DWG SOURCE

APPROVED

DWG TYPE
VENDOR NO.
VENDOR
OFFICE

CUSTOMER PART NO.
CUSTOMER

MASSSPECIFIED

21 3 4 5 6 7

A

B

C

D

E

7654321

E

D

C

B

A

YAZAKI CORPORATION

YNA

ESTHER
CRESWELL
11-11-2015

03-08-2017 7289-6874-30, ETC.

9P 2.8mm YESC KAIZEN UNSEALED
SEE TABLE

2/1

N/A

JULIO
GONZALEZ
03-15-2017

GO TO FILE>PROPERTIES TO CHANGE NOTES IN TITLE BLOCK
GO TO TOOLS> OPTIONS> DOCUMENT PROPERTIES TO CHANGE DRAFTING STANDARD TO LATEST ANSI-MODIFIED

FEMALE CONNECTOR SUB-ASSEMBLY
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